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Holder of Certificate: HAGS Aneby AB
Grännavägen 7
578 23 Aneby
SWEDEN

Certification Mark:

 
Product: Balance equipment

The product was tested on a voluntary basis and complies with the essential requirements. The 
certification mark shown above can be affixed on the product. It is not permitted to alter the 
certification mark in any way. In addition, the certification holder must not transfer the certificate to 
third parties. This certificate is valid until the listed date, unless it is cancelled earlier. All applicable 
requirements of the testing and certification regulations of TÜV SÜD Group have to be complied. For 
details see: www.tuvsud.com/ps-cert

Test report no.: 713276464-14

Valid until: 2028-02-14

Date, 2023-02-15

( Jens Biesenack )
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Model(s): Cluster/Balance
Ability, Balance, Connect, Function, Gravity,
Hopper, Pirouette, Sea Swell

Norleg Hinderbana
Hinderbana, Hinderbana L, Hinderbana M,
Hinderbana S

Parameters:                  Balance equipment or Norleg Hinderbana equipment can be
                                                       combined either as single device and/or as play-trail and/or
                                                       as a cluster. The equipment is used to improve coordination
                                                       and physical fitness.

Cluster/Balance
Material:
Steel tube with 114/89 mm diameter and with a thickness of 5 mm. 
Spray-galvanized and polyester-covered. 
Attachment component: Stainless steel 
Ropes/nets: 18 mm or 24 mm polypropylene with steel core. 
Steppingstones: recycled rubber 
Walkway: recycled plastic

Norleg Hinderbana
Material: 
Construction parts are made of Robinia, Douglas and Larch.
Attachment parts are made of stainless steel or ropes. 
Ropes/nets: 18 mm or 24 mm polypropylene with steel core

Anchoring:    
Sunken concrete base 
Sunken steel base/frame 
Concrete foundation on site
Anchoring with expansion bolt on concrete (above ground)

Tested 
according to:

DIN EN 1176-1:2017
EN 1176-1:2017
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This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




